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. Industrial Batteries

Featuras

Nominal Voltagse

Nominal Capacity

Float charging voltage
Boost charge voltage

Float voltage compensation
Maxmmum charging current
Case

Internal resistance

Weight

Dimensions

Opearative tempearature range
Shetf life procadures

FG2F009

FG

series

FG2FO02 is a general purpcse application
battary. Within the FG rangs FIAMM offer
8V and 12V monoblocs at vanous amp hour
capacities anable the right battery selection for
each requirameant. FIAMM is a Manufacturer of
VRLA batteries and is supported by a dedicatsd
salas network with markst knowledge and
experience of small sealed lsad acid battery
applications.

12 VoIt
150 Ah

12 Volt

150 Ah 20 hours rate to 1.75 Vpec a1l 25 °C
13.50 - 13.80 V/bloc at 25°C

14.40 - 15.00 Vibloc at 25°C

“18mv/°C

375 A

ABS with HE liammabulity rate (according UL 94)
2.1 mQ in full charged condition

45.8 kg

LxWxH(TH): 485 x 170 x 241 {241)
-20°C 10 50°C

As battenes lose pan ol thair capacity, dunng storage, due to saif dschargs.

Flamm recommends FG range of battedes can be stored for 6 months at an amient
tempersture of 20 and 25 °C (see anachad graph on reverss). Longer storage requires
a recharge, This should be camed out in line with Flamm recommended method; 2.4
Vicall for no longer than 24 hours 5t 20°C

Thraaded insarted M8
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FG2F009
12 Volt
150 Ah

Capacity loss

dhring storage
it varioues

tempe ratures

Battery Voltage snd Charge Time for Standby Ukse fat 25°C)
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DFschange curves al different current / finsl voltage: (st 25°C)

40 - g 18
= 1
=0 14
i g i
3 EI!
Bl 5| 3w 2
ED Didm— 7, -
B0 |- E,ﬂ E
: : g
o TP Ze
o
3
[ 1 I ) T
Clechargs 100% — 0 & 0 46 20 36 Cischarge tima (min|
s —— Charging tima i)
Costant Cument dischange table (Amperes)

End wollage Smin | M0min | 15 min | 20 mn | 30 min | 45 min | 1 bour |2 hes 3 hirs Shrs | 10 hrs | 20 hes
SED Y 454 a51 204 | 174 125 an.d 54.5 8.7 253 14.3 185
a0y 464 7R a1 170 123 a7 518 38,3 251 14.2 T8
00 Y 444 ¥ 272 #5 168 122 962 53.5 38,0 249 4.2 a2
1020 43 265 ot 166 M 954 531 ar.7 MR 14.1 T8
1050 W 405 g 251 11 181 118 ga7 50.4 ar.g ME 13.9 7.58
1080 Y am 254 27 02 156 114 911 514 6.4 240 13,7 7w

Ciestant Power discharge table (Watts per bloc)

End waliage Smin | 10min [ 15min | 20 min | 30 min | 45 min | 1 bour | 2 hes 3 hrs Shrs | 10 hrs | 20 hes
e Y 4090 | WO | AN 2515 | 18 1375 1087 610 435 27 164 Ba.2
Sa0Y 455 634 4 | 2487 1875 1367 1081 607 434 206 163 &a.1
1002 Y 4758 | 3594 | 2oB4 | p460 | 1865 | 1062 1078 605 473 206 163 &A1
020y 4649 554 | 2014 | 2451 1856 1355 1075 605 431 M5 163 B0
10.50Y 4420 | MO4 | 2808 | 2R | 1422 | 1389 1068 G2 4 2 181 B78
1080y 4135 w07 | 2em EC T I 1318 1051 507 424 280 160 B5.7
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